
Material and detergent delivery

MDG 8 KLA IN STAINLESS STEEL, MODULAR DESIGN

PRESSURE TANK
Max. operating pressure

4 bar / 58 PSI

V 44 213 400 13

LIQUID TAPPING / FEED

Standard configuration:
Riser tube, manifold, ball valve

23 457 48

Standard compressed 
air inlet fitting

23 537 46

Compressed air inlet 
fitting with second 
regulator to connect a 
spray gun23 537 47

Compressed air inlet 
fitting with second and 
third regulators

23 537 48

Compressed air inlet fitting 
with precision regulator
(max. 4 bar / 58 PSI)

23 537 49
INTAKE SIEVE
Mesh width 1.0 mm

Splitter with another ball 
valve (conversion kit)

23 457 51

Splitter with two ball valves
(conversion kit)

23 457 52

V 44 220 09 520

Mesh width 1.8 mm

V 44 220 09 530

Tuning fork gauge, short

23 186 23

Not explosion-proof

23 198 82

Tuning fork gauge, short,
230 V AC, not explosion-proof

23 626 19 24 V DC

Bottom drain valve for material
V 03 200 00 383

COMPRESSED AIR INLET FITTINGS

FILL LEVEL GAUGE TECHNOLOGY

Tuning fork sensor, long

AGITATORS
Complete with geared motor. For brief agitation: Type 46-810
Air-powered geared agitator, 0.36 kW, max. 200 rpm, 17 Nm.
Shaft and impeller: stainless steel

V 44 220 40 083

SHAFT AND STANDARD IMPELLER
Type 44-220 standard, geared electric agitator, 0.12 
kW, 60 rpm, max. 17 Nm, shaft and impeller: stainless 
steelV 44 220 50 083

Other performance on request

Capacitive fill level gauge

23 536 76

Not explosion-proof

23 536 63

23 209 25

Not explosion-proof

23 343 59

OVERFILL PROTECTION

23 200 78



Walther Spritz- und Lackiersysteme GmbH
Kärntner Straße 18 - 30 . D-42327 Wuppertal . Germany 
T +49 202 787-0 . F +49 202 787-2217
info@walther-pilot.de . www.walther-pilot.de
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