
The Complete Product Range

Manual Spray Guns
Automatic Spray Guns

Non-contact Marking
Adhesive Application

Material Pressure Tanks
Non-pressurized 
Containers

Material Supply Systems
Agitator Systems

Spraying Systems

Tanks/Material Transfer Systems

WA 900 Series

We carry the widest range of

EXTENSIONS

DV 30 - sprays straight ahead
Nozzle sizes from 0.3 mm - 2.2 mm Ø

DV 40 - sprays sideways 45o

Nozzle sizes from 0.3 mm - 2.2 mm Ø
DV 50 - sprays sideways 90o

Nozzle sizes from 0.3 mm - 2.2 mm Ø

DV 90 - internal mixing system 360o

Nozzle size 1.5 mm Ø

Extensions with an outer diameter of only 8 mm 
can be manufactured by request
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PILOT WA 900 – Whenever quality counts

Advantages  that make the PILOT WA 900 series the right 
choice for almost any job.

• Designed for use with quick-change adapter plates to 
facilitate easy mounting/swapping. Choose between the 
standard aluminum version and the low-profile stainless 
steel version.

• The same adapter plate can be used for both regular and 
recirculation systems. There is no need to purchase an 
additional plate or gun for different system configurations. 

• Selection from three nozzle and air cap systems: Conven-
tional, HVLP, and HVLPPlus. The innovative HVLPPlus nozzle 
and air cap system offers fine atomization at high working 
speeds and excellent transfer efficiency. 

• Material savings of up to 30%.

• Additional models are also available for spraying adhesives 
(solvent or water based) and aggressive/abrasive media.

• Twelve nozzle sizes are available. We will work with you to 
determine the correct size needed for your application. 

•  The complete front body of the PILOT WA 900, including 
all wetted parts and material passageways, are made of 
stainless steel. Water-based and aggressive or corrosive 
media can be handled without difficulty.

• Compact design, low weight

• Easy to clean: The body of the spray gun PTFE-coated.

Our technical laboratory conducts testing to determine cor-
rect needle/nozzle size and spray technique. As a rule, these 
tests are generally provided free of charge by WALTHER 
PILOT.

It is a good idea to have a back-up spray 
gun handy for quick swapping when 
repairs are needed. This minimizes 
downtime caused by cleaning and 
maintenance work.

PILOT WA 900 HVLPPlus PILOT WA 905 HVLPPlus



Selecting the type of gun you need

Three steps are needed to select the model required to meet 
your production environment. 

1. First, choose the type of spray gun. You can choose the 
WA 900 with internal control or the WA 905 with external 
control. 

2.	 Second, select needle/nozzle size and air cap configuration. 
We will work with you to determine the optimal settings 
needed for your application. 

3. Finally, select the adapter plate. Two basic models are avail-
able: the standard plate made of electroless nickel-plated 
aluminum and the low-profile plate made of stainless steel.

1. � Model with internal control: Use 
the screws to make the adjustments 
for round or wide jet.

2. �Model with external control: 
The air for the round or wide jet is 
controlled externally. This makes it 
easy to match the spray geom-
etry to suit changes in surface 
dimensions.

1. Select the type of spray gun

2. Select the air cap

3. Select Quick-Change Adapter Plate

�1. Standard version: conventional spray
(silver air cap)

2. �HVLPPlus version 
(blue air cap)

�3. HVLP version 
(green air cap)

�4. Version for solvent-based adhesives 
�5. Version for water-based adhesives
6. �Version to handle abrasive media such as ceramics, vitreous 

enamel, etc.

 Standard air cap	            HVLPPlus air cap	 HVLP air cap

Select from the following nozzle sizes:
0.3, 0.5, 0.8, 1.0, 1.2, 1.5, 1.8, 2.0, 2.2, 2.5, 3.0, 3.5 mm diam.

(standard nozzle size: 1.5 mm diam.)

Quick-change Adapter Plates

You can select either the standard plate (with material ports at 
the rear) or the low-profile plate made of stainless steel (material 
ports at the sides). Both plates are engineered to work with 
every model of the WA 900.

The spray gun can be easily and quickly detached from the 
adapter plate. Simply unscrew the 2 mounting bolts by using a 
conventional 4 mm Allen wrench.

Simply decide on which plate configuration you want. Remember 
that the standard plate only comes in aluminum so in most cases 
the low-profile stainless steel plate is recommended. Both types 
of adapter plates can easily be configured to suit both standard 
and recirculation systems (see next page). There is no additional 
purchasing necessary. We can also ship them to you pre-configured 
to your specific spray application. In that case, please choose from 
the following configurations:

Adapter plates, electroless nickel plated aluminum
1. Adapter plate, aluminum, for PILOT WA 900
2. Adapter plate, aluminum, for PILOT WA 900, recirculating config.
3. Adapter plate, aluminum, for PILOT WA 905
4. Adapter plate, aluminum, for PILOT WA 905, recirculating config.

Adapter plates, stainless steel
5. Adapter plate, stainless steel, for PILOT WA 900, material intake at the left*
6. Adapter plate, stainless steel, for PILOT WA 900, material intake at right*
7. Adapter plate, stainless steel, for PILOT WA 900, recirculating version
8. Adapter plate, stainless steel, for PILOT WA 905, material intake at left*
9. Adapter plate, stainless steel, for PILOT WA 905, material intake at right*

10. Adapter plate, stainless steel, for PILOT WA 905, recirculating version
* Left or right, looking in the direction of the spray

Low-profile adapter plate made 
of stainless steel, suitable for 
processing water-based paints 
aggressive media, etc.

Standard adapter plate made of 
electro-less nickel-plated aluminum

Adapter Plate Connection Details

You require the following hose  
connectors for the quick-change  
adapter plates: 

Material connections, ¼”
Air connection for atomizing air 
(round spray and broad spray 
pattern)
Blue PU air hose (plug connec-
tor), 8 × 6 mm

Air connection for 
control air
Blue PU air hose 
(plug connector), 
6 × 4 mm

Technical specifications

Max. material pressure 0.8 MPa, 8 bar, 116 PSI

Max. atomizing pressure 0.8 MPa, 8 bar, 116 PSI

Max. operating temperature 80°C, 176°F

Weight, PILOT WA 900 500 g

Weight, PILOT WA 905 480 g

Weight, aluminum adapter plate 195 g

Weight, stainless steel adapter plate 310 g

Depending on the requirements of your spraying application, 
the adapter plate can be modified accordingly. 
If an additional connection (e.g. for a recirculation system) is  
required, the closure pin can be easily removed and a connection 
fitting installed. Inversely, the connection fitting can be removed 
and the closure pin installed for use in a standard, non-recirculation 
system.

The supplied closure pin is used 
when the spray gun is connected to a 
standard, non-recirculation system.

Reconfiguring the adapter plate

For standard systems For recirculation systems


